
HiFi-Lautsprecherbox

Dual CLI4O
Dual CL141

Aufstellhinweise

Stellen oder hängen Sie die Lautsprecher-
boxen so auf, daß der Abstand der Laut-
sprecher zueinander etwa der Distanz der
Zuhörer zu den Lautsprechern entspricht,
wie es die Skizze zeigt. Die günstigste
Aufstellhöhe ist die Kopfhöhe der sitzen-
den Hörer.

Technische Daten

Übertragungsbereicfi

Eigenresonanz

Nennscheinwiderstand

Nennbelastbarkeit

Musikbelastbarkeit

Betriebsleistung

Emplohlene
Verstärkerleistung

Klirrfaktor
nach DIN 45 500

Bestückung

Anschluß

Abmessungen

Brultovolumen

Gewicht

Holzausführung

Bespannung

Empfohlene Raumgröße
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40 Hz - 20 kHz nach DIN 45 500

70 Hz

4 Ohm

20 Watt

35 Watt

3 Watt
(gemessen unter Wohnraumbedingungen,
Meßsignal Rosa Rauschen, Mikrofonabstand 3 m,
Schalldruck 4 ,ab bzw. 86 dB)

10 - 25 WatVKanal

gemessen bei Betriebsleistung
von 250 Hz - 600 Hz { 2o/o
von 600 Hz - 20 kl/.z 1 1o/o

1 Spezial-Tieftonlautsprecher 195 mm @,
Schwingspule 25 mm @, Luftspaltinduktion 12 000 Gauß,
magnetischer Fluß 57 000 Maxwell.
1 Spezial-Hochtonlautsprecher 105 x 70 mm,
Schwingspule 16 mm @, Luftspaltinduktion 10 000 Gauß,
magnetischer FluB 21 000 Maxwell.
2 LC-Frequenzweichen, Trennfrequenz 1 200 Hz,
Filtersteilheit 1 2 db/Oktave

versenkte Normbuchse nach DIN 41 529

1 Anschlußkabel (4 m) liegt bei

477x250x203 mm (HxBxT)

24 Liter

6,7 kg

Nußbaum natur (CL 140, CL 141)
oder Schleiflack weiß (CL 1iQ WL

CL 140: eloxiertes Alu-Metallgitter, abnehmbar
CL 141 : Lautsprechergrill nußbaumfarbig, abnehmbar

l5-35m,
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Die Lautsprecherboxen können sowohl
quer als auch hochkant aufgestellt oder
unmittelbar an die Wand gehängt werden.
Beigefügte Filzfüße entsprechend anbrin-
gen. Das Dual-Emblem läßt sich drehen.
Für die Montage an der Wand sind in der
Rückwand Bohrungen vorgesehen. Siehe
b e1ffiuTg te Mo n rag eze i ehRun g.

Bei nicht ganz idealen Raumverhältnissen
können die Lautsprecherboxen durch Dre-
hen (Schrägstellen), Neigen (auf die Kopf-
höhe) und mit dem Balanceregler des
Stereo-Verstärkers akustisch ausgerichtet
werden. Weitere Hinweise enthält die Be-
dienungsanleitung des Verstärkers oder
Steuergerätes.

Verwenden Sie für lhre Stereo-Anlage
zwei Lautsprecherboxen gleicher Type und
schließen Sie diese zuerst an, bevor Sie
den Verstärker einschalten.

Der Lautsprecherbox liegt ein 4 m langes
Kabel zur Verbindung mit lhrem Verstär-
ker bei. Wenn diese Länge für lhre Zwecke
nicht ausreicht, ist im Fachhandel das
Lautsprecher-Verlängerungskabel (10 m
lang), Bestell-Nr. 223 139, als Sonderzube-
hör erhältlich.
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Frequenzgang : Dual CL 140/CL 141

Dual Gebrüder Steidinger - 7742 St. Georgentschwarzwald



High fidelity speaker system

Dual CL14O
Dual CL141

lnstallation instruclions

For optimum stereo reproduction, the pair
of speaker systems should be positioned
side by side approximately the same dis-
tance between them and the listener as
shown on the illustration. Their height
should also be approximately that of the
listener's head.

Technical data

Frequency response

Resonance

Nominal impedance

Power handling capacity

Music rating power

Minimum power required

Recommended receiver
amplifier output

Distortion

Complement

Connector

Dimensions

Gross volume

Weight

Finish

Covering

Recommended room size

l;:F,E.

40 Hz lo 20 kHz, according to German
Industry Standard DIN 45 500

70 Hz

4 ohms

20 watts

35 watts

3 watts
(measured under room listening conditions)

10 - 25 watts/channel

at rated power 250 Hz - 600 Hz { 2o/o
600 Hz - 20 kHz ! 1o/o

one special 195 mm woofer, 25 mm voice coil,
air-gap induction 12.000 gauss,
magnetic flux 57.000 maxwell.
one special 105 x 70 mm tweeter, 16 mm voice coil,
air-gap induction 10.000 gauss,
magnetic flux 21.000 maxwell.
two LC filters, crossovers at 1.200 Hz,
aitenuation 1 2 dB/octave.

recessed, German Industry Standard DIN 4'l 529

one connecting cable (13 ft.) is enclosed

197 /a" x927 /zz" x7 7 /a" (H x W x D)

24 liters

14.8 lbs.

genuine walnut veneer (CL 140, CL 141)
or white enamel finish (CL 140 W)

CL 140: anodized aluminium metal-grill, detachable
CL 141 : walnut veneer finish grill, detachable

15 - 35 square meters

200 Hz 500 1000
Zero Leve i

The enclosures are finished on all four
sides, allowing them to be placed either
vertically or horizontally, or they can be
wallmounted. The cable connections are
recessed, allowing the enclosures to be
hung flush to the wall. Felt tips are en-
closed for placement on furniture. The
Dual emblem can be turned around. Holes
are drilled on the back panel so that the
speaker can be wall mounted. See en-
closed mounting instruction.

When room configurations do not permit
conventional speake r placement fo r stereo,
they can eiiher be tilted down or toward
the center so that the stereo effectiveness
is kept sufficiently broad in the general
listening area. The balance controls of the
stereo amBlifier or tuner/amplifier (recei-
ver) can also be adjusted when compen-
sation is required. lnstructions for such
use are generally provided with each
amplif ier.

Matched speakers should be used for
stereo. When installing equipment, it is
important that the speakers are connected
to the amplif ier before the power is
turned on.

A 13 ft. cable is included with the loud-
speaker so it can be connected to the
amplifier. lf the cable is not long enough,
an additional cable can be obtained from
your dealer. The article Number is 223 139
and measures 33 ft.
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Frequency response curve: Dual CL 140/CL 141


